In-line Net System 4” Aluminum for 6” SQ Pro™ Basketball

Item # 68253

PARTS LIST
<table>
<thead>
<tr>
<th>Qty</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>(1)</td>
<td>4” Square Pole -10’6’ Long</td>
</tr>
<tr>
<td>(1)</td>
<td>Reel</td>
</tr>
<tr>
<td>(1)</td>
<td>Pulley</td>
</tr>
<tr>
<td>(2)</td>
<td>Eyebolts</td>
</tr>
<tr>
<td>(2)</td>
<td>poles</td>
</tr>
<tr>
<td>(2)</td>
<td>bracket</td>
</tr>
</tbody>
</table>

TOOLS NEEDED
- Level
- Shovel
- Concrete
- 9/16” Wrench
- 1/4” Allen Wrench (Included)

Please note change to Pro™ Installation Instructions:
Modification to Step 1:

When assembling the mounting plate, attach the (4)- 5/8” nuts 3-1/4” from top of anchor bolts. Place (4) more 5/8” nuts on top of template. Position anchor bolts as illustrated in figure 2.

Follow all other Pro™ Basketball Installation Instructions.

SOLD SEPARATELY:
- Ground Sleeves
- Unicourt Net
- Pro™ Basketball System
- Sold Separately

Reel Assembly
Attach and screw Reel Bracket to the back of Reel as shown.

After post installation, slide Reel in structured channel and tighten the (3) set screws to secure reel inside the post's channel.

Adjusted to Volleyball Height
Top view of Pole
Structured channel for attaching & adjusting net tie off hardware