
Headband Netting

Item # Net Material Weight Size Break Strength Top 6 Rows 
Double Mesh Warranty

Professional Nets                                                  USA Manufactured by Douglas®

20045 TN-45 Double thick 100% polyester 48 oz 3.5 mm 325 lb. No 5 Year Warranty

20040 TN-40 (not pictured) Vinyl Coated Polyester 36 oz.  3.5 mm 325 lb. No 5 Year Warranty

Championship Nets

30036T TN-36 -tapered Vinyl Coated Polyester, 2-ply 65 oz.  (20 oz./sq. yd.) 3.5 mm 325 lb. No 5 Year Warranty

30038TD TN-36DMT -tapered Vinyl Coated Polyester, 2-ply 65 oz.  (20 oz./sq. yd.) 3.5 mm 325 lb. Yes 5 Year Warranty

30060 TN-28DM Durable Polyester Web N/A 3.5 mm 325 lb. Yes 5 Year Warranty

Tournament Nets

30029 TN-30 Vinyl Coated Polyester 32 oz./sq. yd. 3.0 mm 285 lb. No 4 Year Warranty

30030 TN-30DM -tapered Vinyl Coated Polyester, 2-ply 65 oz.  (20 oz./sq. yd.) 3.0 mm 285 lb. Yes 4 Year Warranty

TN-28DM TN-36DMT TN-30DM

TN-45 TN-36T TN-30

Consistent Quality: Netting: Headbands: Bottom & Side Pocket Tapes: Cable:
With Douglas® tennis nets, you get 
consistent, long-lasting performance. 
All Douglas® tennis nets meet USTA 
requirements for official size -42’ x 
3’6”. In addition, Douglas® nets carry 
a pro-rata warranty guaranteeing 
superior durability and longer net life. 
See for yourself why Douglas® nets 
are the brand of choice. 

Netting is 1-3/4” square mesh 
braided solid core polyethylene 
unsurpassed for durability and 
weather resistance. Championship 
nets are made from 3.5mm with 
325# break strength, Tournament 
and Recreation nets are made from 
3.0mm with 285# break strength.
 

Headbands are constructed using 
heavy-duty vinyl coated polyester or 
durable polyester webbing material 
that withstands the elements and 
won’t shrink, rot or mold. Headbands 
are sewn to the netting with four 
rows of 32# white polyester thread 
-the heaviest in the industry. 

All Douglas® tennis 
nets come complete with a 
vinyl coated, 5/32” galvanized 
steel cable with break strength 
of 2300#. Both ends have 
double-swaged loops.

Bottom and side pocket tapes are made 
of heavy-duty vinyl coated polyester 
and won’t shrink, mildew or rot when 
exposed to the elements. Fiberglass 
dowels in the side pockets keep the net 
taut and attractive. Heavy duty brass 
grommets and lacing cord lets you pull 
the net snugly up to each post. 

Douglas® Tennis Nets and Accessories
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Bottom Taper (Item # 20062)
All tennis nets can be bottom fit by tapering the 42” end to 36” at center. This 
reduces the amount the net rubs on the court surface prolonging the life of the net. 

Singles Tennis Net (STN-30) 
42” x 32’9”L (Item # 20305)

Paddle Tennis Nets (PTN-28) 
32” x 21’10” (Item # 20008)

Platform Tennis Nets (PLTN-28)
36” x 23’ (Item # 20009)

Specialty Tennis Nets
All specialty nets are made with 1-3/4” square mesh 3.0 polyethylene netting. 
Headband is made from vinyl coated polyester. Vinyl bottom tape and side 
pockets are polyester based. 4 Year warranty. 

Center Pipe Anchor
(Item # 63428)   
1.9” OD Galvanized Steel

Lacing Cord
(TNLC) (Item # 10338) 
Tennis net lacing cord; 2 pieces 
of 4 mm white polyester braided 
cord 4’ long and 2 pieces 3 mm 
braided polyethylene 15’ long.

Cord 3mm (Item # 10337)
500’ spool of 3 mm  
braided polyethylene

Replacement Snaps
Loop Snap (Item # 10601) 
2” replacement loop snap

Double Snap (Item # 10604)
Double ended bolt replacement snap

Vinyl Replacement Headband
Vinyl (HB-42V)  (Item # 30040)
Heavy-duty 28 oz vinyl coated 
polyester. Eyelets spaced on 6” 
centers. Includes lacing cord.

Adjustable Center Straps
All straps are made from heavy-duty 2” polyester 
white web, nickel plated web slides and snaps.

Velcro (Item # 20601)
Velcro adjustment, with swivel loop bolt snap

Classic (Item # 20603)
Non-slip reverse web slide with double  
ended snap

Deluxe (Item # 20600)
Non-slip reverse web slide with swivel  
loop bolt snap

Replacement Cable  
(RVC-47) (Item # 20647)
47’ galvanized steel cable. 5/32” vinyl 
coated to 1/4” looped each end.

Singles Stick (Item # 34753) 
The portable Quik Stik tennis singles sticks keeps nets up to 42” regulation height. 
Sticks collapse down to 16” to easily fit into any tennis bag and stay collapsed with 
provided velcro strap. Sticks have a multi-purpose three-foot mark for placement 
at the center of the net for strap height. The stick can also be used as a measuring 
device in order to determine the correct placement on the net (3’ from outside the 
singles court) by placing the top cable in the groove and rotating the stick vertically.

These Douglas® nets meet the IFP and USTA’s requirements for official Pickleball and 
QuickStart Tennis sizes. Nets boast the same features as our Douglas® tennis nets and 
carry a 4 year warranty. Custom sizes are available.

Pickleball and QuickStart Nets

Pickleball 
Uses standard 36”high nets, 22’ long 
JTN-30, 36”h x 21’9”l (Item # 20105)

Optional shorter height
PN-30, 31”h x 21’9”l (Item # 20103)

QuickStart
Age Group 8 & Under Courts:   
Uses 36”high nets, 22’ long  
JTN-30, 36”h x 21’9”l  (Item # 20105)

Age Group 10 & Under Courts:  
Uses 42”high nets, 33’ long 
STN-30, 42”h x 32’9”l  (Item # 20305)

Replacement Accessories

Custom Net Signs
(Item # 39997)
Completely customize-able; 
Custom Court Net Signs are 
perfect for defining your courts 
and enhancing the look of your 
facility. Feature your logo and your 
colors, or those of sponsors and 
donors, for a totally unique look to 
your facility. You simply email us 
your logo in vector format and  
we will do the rest!


